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APPLICATIONS

PRODUCT RANGE AND SPECIFICATIONS 

STANDARD FEATURES

•	 No pneumatics

•	 Compact low-profile design

•	 Divert up to 360° 

•	 Quiet operation

•	 High-efficiency 24VDC motors and controls

•	 Omnia™ Wheels offer corrosion resistance

The Omni-Directional Divert Table provides ultimate 
flexibility in terms of product flow. This ConveyX 
Solutions module is quiet, energy-efficient, and uses 
24VDC controls that can be integrated into your 
conveyor systems.

Standard Module Size

(Dimensions are nominal)

20” BF x 24” L x 6.5” H @ 69 lbs

24” BF x 24” L x 6.5” H @ 78 lbs

28” BF x 24” L x 6.5” H @ 91 lbs

32” BF x 24” L x 6.5” H @ 104 lbs

36” BF x 24” L x 6.5” H @ 117 lbs

20” BF x 36” L x 6.5” H @ 104 lbs

24” BF x 36” L x 6.5” H @ 117 lbs

28” BF x 36” L x 6.5” H @ 137 lbs

32” BF x 36” L x 6.5” H @ 156 lbs

36” BF x 36” L x 6.5” H @ 176 lbs
Load Capacity 2 - 50 lbs
Table Speed 21 - 217 FPM
Throughput 2400 units/hour (90° divert, 25 lbs payload)
Table Divert Angle 0° - 360°
Drive Specifications 24VDC power transmission with control
Decibel Level <70

•	 Divert
•	 Merge
•	 Alignment

•	 Gapping
•	 Product Orientation*

Customizable modular 
design allows for unlimited 
configurations

* Application review required. Contact a Sales Specialist to discuss your specific needs.
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